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colorPol® IR 2000 BC2 T2 HT CW06

Spectral range

Wavelength range with contrast > 100 : 1 @
Transmittance (antireflection coating, 0° incident angle)

Filter thickness @

Acceptance angle (coating reference for 0°)
Polarization axis

Operating temperature

@ contrast: ratio of parallel to perpendicular transmittance
@ other thicknesses on request

NIR

1600 to 2500 nm
> 96 %

200 + 50 pum

+20°
< 0.5° to indicated edge
-50 to +400 °C

Date: 20.11.2020

1,0 -100.000
0,9 i
0,8 o fpr0.000
1 — i |
0.7 [
] / I g
- / - 5
0,6 1.000 )
P — / = - 'l
- N s %)
] / \/‘\/ - @ Pt
0,5 /' B = Ay
u | [e) Y
. © “
0,4 100 a
0,3 i
0.2 10
0,1 i
0,0 1

Wawelength [nm]

1.500 1.600 1.700 1.800 1.900 2.000 2.100 2.200 2.300 2.400 2.500

.

CODIXX AG

Steinfeldstrale 3
D-39179 Barleben
Germany

Phone: +49 39203 963 0
Fax: +49 39203 963 33
Email: colorpol@codixx.de
Internet: www.codixx.de
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