cenSERSE codbox

AMPLIFY THE INVISIBLE — RELIABLE SERS DETECTION

With more than 25 years of expertise in glass and nanoparticle technology, our senSERS subst-
rates combine a robust glass platform with a silver nanoparticle surface.

The result: maximum signal enhancement, reproducible results, and reliable performance for
Raman spectroscopy.

Benefit from strong signal enhancement that enables the detection of even ultra-low
concentrations. Proven technology ensures reliable and reproducible outcomes, while easy inte-
gration makes our substrates fully compatible with standard Raman systems.

And with Made in Germany, you can rely on stable supply chains and trusted quality.

KEY APPLICATIONS

Environmental Monitoring
* Trace detection of pesticides, hormones, and pollutants in water and soil

Pharmaceutical & Biomedical Research
e Cell analysis, cancer research, and drug discovery

Security & Safety
» Identification of hazardous material residues, including narcotics and explosives

Food & Quality
* Fast detection of contaminants and residues in complex samples




cenSERSE codbox

AMPLIFY THE INVISIBLE — RELIABLE SERS DETECTION

. . 4mmx4mmx1.2mm

Dimensions :

(customizable upon request)
Active area 4 mm x4 mm
Standard pack sizes
(total pieces) 4/9/16/25/36/49
Active material Silver nanoparticles
Substrate material Technical graded glass
Laser wavelength 488 — 785 nm recommended
Sampling methods Drop deposition, immersion
Shelf life ~6 months after removal from vacuum

BPE, 10°Min Methanol, TriVista 777, 532nm, 1 mW, objective 10x, 1x60s
I I | I I I I
—— Raman signals with senSERS

—— Raman signals without senSERS

Intensity (a. u.)

200 400 600 800 1000 1200 1400 1600 1800
Raman shift (cm™)

HANDLING RECOMMENDATIONS

Storage

Keep the substrates in the Gel-Pak® and in a dry environ-

ment to maintain their quality. '-fl'r
Handling -

Use tweezers to prevent contamination of the surface.

Measurement
Both sides of the substrate are suitable for measurements.

) more details at
Cleaning -
Not recommended due to the risk of contamination and codixx.com
damage to the substrate surface
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